
STATE OF NEW HAMPSHIRE 

DEPARTMENT OF TRANSPORTATION 

TOLL COLLECTION SYSTEM  DOT -RFP 2012-060 

 

EXHIBIT 11: NH DoIT IT Standards List 
   

The equipment below is the minimum standard for the current Toll Collection System. IT 

equipment purchases must meet or exceed the standards listed below. Prior to purchasing 

equipment the vendor must contact the Department of Information Technology Project 

Manager at (603) 271-3281 and confirm the equipment specified meets these criteria. 

Desktop  
Workstation Monitors 

Dell Professional 19 Inch Dell Professional 19 Inch Monitor 190S, HAS, USB, OptiPlex, 

Precision, Latitude, Enterprise, Customer Install (320-1092) 
3YR Limited Warranty Monitor, Advanced Exchange (986-4872) 

 

Workstations 
Base Unit: Dell OptiPlex 790 Minitower Base,Standard PSU (225-0781) 

Processor: Opti 790,CORE i5 2400 Processor (3.1GHz, 6M) (317-6645) 
Memory: 4GB,Non-ECC,1333MHz DDR3,2X2GB,Dell OptiPlex 990 (317-6987) 
Keyboard: Dell USB Entry Keyboard, No Hot Keys, English, OptiPlex (331-2024) 
Monitor: No Monitor Selected, OptiPlex (320-3704) 
Video Card: Integrated Video,HD Graphics 2000, Dell Optiplex 790 (320-2520) 
Hard Drive: 320GB SATA 6.0Gb/s and 16MB Data Burst Cache,Dell OptiPlex 790 (342-2493) 
Operating System: Windows 7 Professional,Media, 64-bit, Optiplex, English (421-5608) 
Operating System: Windows 7 Label, OptiPlex, Fixed Precision, Vostro Desktop (330-6228) 
Operating System: Dell Client System Update (Updates latest Dell Recommended BIOS, Drivers, 
Firmware and 
Apps),OptiPlex (421-5334) 
Mouse: Dell MS111 USB Optical Mouse,OptiPlex and Fixed Precision (330-9458) 
NIC: Intel Standard Manageability, Dell OptiPlex 790 (331-2680 
 CD-ROM or DVD-ROM Drive: 16X DVD+/-RW SATA,Data Only,Dell OptiPlex 790 Desktop or 
Minitower,Black (318-0623) 
CD-ROM or DVD-ROM Drive: Roxio Creator Starter,Media, Dell OptiPlex, Latitude and Precision 
Workstation (421-4540) 
CD-ROM or DVD-ROM Drive: Cyberlink Power DVD 9.5.1,Media, Dell OptiPlex, Latitude and Precision 
Workstation (421-5095) 
Sound Card: Heat Sink, Performance, Dell OptiPlex 790 Minitower (331-2023) 
Speakers: Internal Speaker, OPtiplex (318-0319) 
Cable: Enable Low Power Mode for EUP Compliance,Dell OptiPlex (330-7422) 
Cable: Dell Data Protection Access,OptiPlex (421-5078) 
Cable: OptiPlex 790 Minitower Standard Power Supply (318-0874) 
Cable: Regulatory Label,Dell OptiPlex 790 Minitower (331-2689) 
Documentation Diskette: Power Cord,125V,2M,C13,Dell OptiPlex (330-1711) 
Documentation Diskette: Documentation,English and French,Dell OptiPlex (331-2030) 
Bundled Software: No Productivity Software,Dell OptiPlex,Precision and Latitude (421-3872) 
Factory Installed Software: Dell Energy Smart Power Management Settings Enabled,This Item is Not 
EStar 
Qualified,OptiPlex (330-4817) 
Software Disk Two: Chassis intrusion switch, DellOptiPlex (310-6719) 
Feature No Resource DVD for Dell Optiplex, Latitude, Precision (313-3673) 
Service: Basic Hardware Service: Next Business Day Limited Onsite Service After Remote Diagnosis 
2 
Year Extended (938-7662) 
Service: Basic Hardware Service: Next Business Day Limited Onsite Service After Remote Diagnosis 
Initial Year (951-7510) 
Service: Dell Limited Hardware Warranty Plus Service Extended Year(s) (935-2478) 
Service: Dell Limited Hardware Warranty Plus Service Initial Year (929-6637) 
Misc: Trend Micro Worry Free Business Services,MUI,30 Day,Dell Optiplex, Precision and Latitude 
(410-0329) 
Misc: 1 W ready mode - exceeds FEMP 3W recommendation. Mode can be disabled in BIOS. OptiPlex 
(310-1959) 
Misc: No Quick Reference Guide,Dell OptiPlex (310-9444) 
Misc: Shipping Material for System,Minitower,Dell OptiPlex (331-1268) 

 



Network 
All hardware and software must be compatible with Cisco routers and switches. The 

Department of Transportation has a Cisco network backbone at the DOT. All devices 

shall be Cisco and support the SSH, HTTPS and VPN security protocols.  

 

For locations with only one WAN(Wide Area Network) connection: 
 

Cisco 1941-SEC/K9 router – security router / or similar 

All appropriate WIC (WAN Interface Card) cards 

 

Cisco 2960 with K9 IOS – switch (if needed) / or similar 

 

 

For locations with multiple WAN connections (Hampton tolls etc.): 

 

Cisco 2900 series router with K9 IOS - security router / or similar 

All appropriate WIC cards 

 

Cisco 2960 with K9 IOS – switch (if needed) / or similar 

 

All hardware should be located to provide protection from unauthorized access. This 

could be a locked room or locked cabinet. 

 

NOTE: the recommended minimums may change if video services cause a large 

increase in bandwidth utilization. 

 

 

Server, Storage and Backup 
Server 

Qty 5 627117-B21 HP 300GB 6G SAS 15K 2.5in DP ENT HDD 
Qty 2 227099-001 HP ProLiant 13A 125V 12ft US Power Cord 
Qty 1 12 GB (6 x 2 GB) PC3-10600R (DDR3-1333) Registered DIMMs 
Qty 1 481043-B21 HP Slim 12.7mm SATA DVDRW Optical Kit 
Qty 1 633404-001 HP DL380G7 X5690 HPM US Svr 
Qty 2 AJ763A HP 82E 8Gb Dual-port PCI-e FC HBA 
Qty 1 U8084E HP 5y 4h 24x7 ProLiant DL38x HW Support 
Must have RAID 5 or better with a hot spare 

 

Server Operating System 
Microsoft Server 2008 R2 64 bit 
Must be HP Data Protector Compatible 

 

Storage 
EMC 
Tape backup with Brocade switch and fiber channel 
 

Datbase 
Oracle 11g for Microsoft Windows 

 


